MUELLER CENTURION
SERIES 250 A—421
IMPROVED TYPE FIRE
HYDRANT

KEEP WEEP HOLES
CLEAR OF CONCRETE

3 CU. FT. OF GRANULAR
BACKFILL AROUND EACH
WEEP HOLE a5

NOTES:

24~
WORD "WATER” ON COVER
18" IF VALVE BOX IS NOT WITHIN PAVED
MIN. AREA, PROVIDE CONCRETE COLLAR
TWO PIECE VALVE BOX

36" MIN.

6" GATE VALVE

IF REQUIRED

1. ALL VALVES AND HYDRANTS SHALL BE SET IN TRUE VERTICAL POSITION.

2. FIRE HYDRANT ASSEMBLY INCLUDES HYDRANT, ALL FITTINGS, VALVE, VALVE
BOX, PIPE TO MAIN LINE; AND CONCRETE FOR COLLAR AND BLOCKING.

3. ALL PIPE TO BE 6" DUCTILE IRON FROM MAIN TO HYDRANT WITH SWIVEL
OR RESTRAINED MECHANICAL JOINTS.

4. HYDRANT SHALL BE OF THE DRY BARREL TYPE AND SHALL HAVE 2 2-1/27
HOSE NOZZLES AND 1 4—1/2° PUMPER NOZZLE.

5. LATERAL PIPE AND VALVE TO BE INCLUDED IN FIRE HYDRANT BID ITEM.

FIRE HYDRANT ASSEMBLY
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EAST JORDAN IRON WORKS MODEL —
5P30 PLASTIC METER BOX WITH
CAST IRON RING AND COVER

OR APPROVED EQUAL. (TYP.)

FORD MODEL
C84—-66
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FORD 70 SERIES COPPERSETTER
MODEL NO. VVv76-18B—11-66

COMPRESSION

FITTINGS AS REQUIRED

TO CONNECT 10
EXISTING HOUSE
SERVICE PIPE

1.1/2" SERVICE METER

SERVICE SADDLE SHALL BE SMITH-BLAIR

MODEL 317 DOUBLE STRAP—STAINLESS
STEEL. FOR ASBESTOS CEMENT PIPE,
INSTALL SMITH-BLAIR MODEL 313
IRON—-DOUBLE BALE.

2" X CLOSE

2" POLYETHYLENE TUBING SHALL
BE PHILLIPS SERIES 8600, SDR
9.33, DRISCO PIPE

TYLER VALVE Box
MODEL NO. 5625

COUPLING
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FORD 70 SERIES
COPPERSETTER MODEL
NO. W77-186—11-77

FORD MODEL C84-77

BRASS MIPPLE

1.1/2” AND 2” SERVICE METER

N.TS
WA.2.2

2" STOCKMAN MODEL
NO. B103 GATE VALVE

<
N
FORD MODEL
c84-77
COUPLING
b4 11 11
3 cu. FT. COMPRESSION
mﬂ&mﬂ_m FITTINGS AS REQUIRED
70 CONNECT 70
("P) EXISTION HOUSE
SERVICE PIPE
2" SERVICE METER
A1
NOTE:

METERS UP TO 2" IN SIZE WILL BE
SUPPLIED BY THE CITY OF FORT SMITH.
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COMPRESSION FITTINGS AS
REQUIRED TO CONNECT TO
EXISTING HOUSE SERWICE
PIPE

2 CU. FT.

5/8% 3/4", AND 1" SERVICE METER SCHEDULE
SERVICE SERVICE TUBING METER BOX PWC, SDR-26
SERVICE SADDLE | CORPORATION STOP (PHILLIPS SERIES 8600, (FORD YOKEBOX ENCASEMENT PIPE
SIZE TAP (FORD MODEL NO.) SDR 9.33, DRISCO PIPE) MODEL NO.)
SIZE SIZE
5/8" SERVICE 17 F—1000—-4-G 17 LYLBB 244—95537-05 2"
3/4" SERVICE 7" F=1000—-4-G 7" LYNBB—244—444—NASPG W/ A34 FITTING 2"
1" SERVICE 7" F-1000-4-G 7* LYLBB—244—444—NASPG 2"
5-0" Exist. Street Exist. Street | 3-0"
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SERVICE TUBING SHALL BE
PHILLIPS SERIES 8600, SDR
$.33, DRISCO PIPE. SIZE OF
PIPE AS NOTED ON PLAN.
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EXIST. STREET
SURFACE
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GRAVEL

CORPORATION STOP SHALL BE
FORD MODEL F—1000

SERVICE SADDLE SHALL BE SMITH—-BLAIR
MODEL 317 DOUBLE—STRAP STAINLESS STEEL.
FOR ASBESTOS CEMENT PIPE, INSTALL

SMITH-BLAIR MODEL 313 DOUBLE BALE—IRON.

PVC, (SCH 40) OR POLYETHLENE, (SDR—26) CASING \\

PIPE INSTALLED BY BORING OR BY JACKING. IF SERVICE
TUBING IS TO BE INSTALLED BY OPEN CUT, THE TRENCHING,
BEDDING, AND BACKFILLING SHALL BE THE SAME AS FUR
WATER MAIN PIPE CROSSING FOR STREETS.

5/8" 3/4", AND 1" SERVICE METER

N.TS.
WA.2.3

RIGHT-OF-WAY
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COMPRESSION FITTINGS AS
REQUIRED TO CONNECT 10
EXISTING HOUSE SERVICE

/ M
METER BOX SHALL BE FORD YOKEBOX.

5/8" AND 3/4" SERVICES SHALL
INCLUDE A 4" POLYSTYRENE RISER

90° BEND
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IMPROVEMENTS

Works Construction

Standard Drawings

WATER SYSTEM
Public

Fort -
mith
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PIPE

NOJTES:

1. ALL FITTINGS SHALL BE RESTRAINED JOINTS.

2. SEE DETAIL W.2.1 FOR FIRE HYDRANT AND
VALVE: CONNECTION DETAIL INFORMATION.

PARALLEL HYDRANT LAYOUT
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